
  

DESCRIPTION 

Constructed in soft thermoplastic rubber to provide extra comfort, 
BioClean Clearview Autoclavable Cleanroom Goggles feature 
upper vents, indirect lower vents, and have a toughened anti-
scratch polycarbonate lens. With a non-linting latex-free head 
band, these goggles can be easily worn over eye-glasses. 
Provided non-sterile. To be autoclaved at 121°C/250°F for 30 
minutes.  
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FEATURES 
 

· Super-soft thermoplastic 
rubber frame 

 
· Upper vents and lower indirect 

ventilation system 
 
· Toughened polycarbonate, 

anti-scratch optically correct 
lens 

 
· Non-linting latex-free head 

band 
 
· Tested to withstand >40 

autoclave cycles of 30 minutes 
duration at 121ºC/250°F 

 
· Can be worn over eye-glasses 
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TECHNICAL SPECIFICATION 

 
Material Thermoplastic , rubber, polycarbonate, 

silicone, polypropylene 

Test Standards EN 166: 2001, category II 

Sterility Supplied non-sterile. Can be autoclaved 
at 121°C/250°F for 30 minutes.  

Compatibility Class 10/ ISO 4 + EU GMP Grade A 
Cleanrooms 

Shelf Life 5 years from manufacture 


